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400 Series Pump Disassembly Procedure 
 

1. Remove the strainer housing (B) and strainer (A) from the bottom of the pump 
            (Left hand thread). 
 

2. Unthread the pump shaft (C) from the motor shaft:  
 
 a.) If motor has a cover, remove motor cover screw (F) and motor cover. 
 
            b.) Place shaft wrench (Supplied)(D) on the pump shaft (C) through the disassembly slot in the 
                  motor mount (E). 
 
            c.) Use Allen Wrench (size:1/8”) to unthread the motor shaft from the pump shaft. 
 
            d.) Pull the impellers (G) and pump shaft (C) out of the pump, being careful not to bend the 
                  pump shaft. 
 

3. Unthread the motor mount (E) from the pump tube (H) (Left Hand Thread). 
 

4. To disassemble the pump tube: 
 
  a.) Remove the discharge cap (I) from the pump tube (H). 
 
  b.) Unthread the lower tube (J) from the pump tube (H) (Left hand thread) 
 
  c.) Remove the lower tube (J) and inner tube (K) from the pump tube (H). 
 
  d.) Unthread the inner tube (K) from the tube coupler (L) and lower tube (J). 
 
       5. Reassemble in reverse order. 
      

Reference: 400 SERIES PUMP DISASSEMBLY PRINT 
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